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L.aunch Site A (53-54N 35-44E)
Launch Site B (53-48N 35-47E)
Launch Site C (53-46N 35-41E)
Launch Site D (53-54N 35-51E)

Launch Site E (53-5IN 35-41E)
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FIGURE 1. LOCATION OF LAUNCH COMPLEX.
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ICBM LAUNCH COMPLEX, KOZELSK, USSR

INTRODUCTION

The Kozelsk ICBM Launch Complexis situ-
ated on gently rolling terrain in a forested area
about 5.5 nautical miles (nm) south-southeast
of the town of Kozelsk (Figure 1). lt consists
of a complex support facility, a rail-to-road
transfer point, four Type IIC launch areas (A,
B, C, D), and one Type IlIB launch area (E),
extending generally south-southwest for a dis-
tance of approximately 13 nm.*

The earliest photographic coverage of the
area was in [ KGN - e
small scale and poor quality of the photography
precluded confirmation or negation of the launch
complex. Launch Areas B and Cwereidentified

on photogaphy of N

but heavy cloud cover prevented observation of
the entire complex. A re-examinationof photog-
raphy of [N - <vealcd the
presence of the complex support facility and
Launch Area A. There was evidence of the ex-
istence of Launch Area D in

25X1D

25X1D

- but the site could not be identified until 25X1D

I -.ch Ao &

was identified on photography of

25X1D
25X1D

- a clearing at the location of the site can 25% 1D
be observed on the || photosraphy, and 25X1D

the first recognizable evidence of construction

was noted on the _coverage. 25X1D

No SAM defenses have been identifiedinthe
vicinity of the complex.

COMPLEX SUPPORT FACILITY

The complex support facility is located at
53-57N 35-48E, approximately 5.5 nm south-
southeast of Kozelsk. It consists of a railhead
and storage area 3,300 by 2,300 feet, andan ad-
ministration and housing area 1,600by 1,400 feet
(Figure 2). The facility is served by a spur

from the Kozelsk-Belev rail line, and the com-

plex main road connects it with all other com-
ponents of the launch complex. No security
fencing, power, or communication facilities have
been identified.

The spur from the Kozelsk-Belev rail line
extends southwest about 1.3 nm to the complex
support facility, where one branch curves west
and south 2.2 nm to the rail-to-road transfer
point and the other turns south 1,300 feet to the
railhead and storage area. The railhead consists
of four parallel spurs ranging from 1,100 to
3,700 feet in length, and spaced from 160 to 450
feet apart. The storage area westofthe railhead
has about 35 buildings, most of which measure
approximately 160 by 53 feet, a concrete batch
plant, and approximately one million square feet
of open storage space. Therailheadandstorage
area appears to be complete.
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‘The administration and housing area is situ-
ated in a wooded tract about 5,000 fect north of
the railhcad and storage area. It contains ap-
proximately 50 buildings and appears to be com-
plete, buthas no apparentsecurity fencing. There
appear to be three sizes of buildings, although
poor photographic quality precludes anexact de-
termination of numbers, types, or dimensions.
The 4 largest buildings arc approximately 200 by
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60 feet, 18 are approximately 100 by 35 feer, and
24 are approximately 65 by 40 fect.

A probable sand and gravel pit, scrved
directly by two spurs from the Kozelsk-Belcv
rail line, is located approximately 1,200 feet
north of the administration and housing arca. It
cannot be determincd whether the pit, situated in
an earth-scarred arca approximately 1,400 by
1,000 feer, predates the launch complex.

RAIL-TO-ROAD TRANSFER POINT

‘l'he rail-to-road transfer point isg located
at 53-56N  35-46L, in a wooded tract approxi-
mately 2 nm west and south of the complex sup-
port facility (Figure 2). Itconsists oftwo spurs,
1,900 and 1,100 feet long, which form a V at the
terminus of one branch of the main spur from
the Kozelsk-Belev rail line. Roadaccess is pro-
vided from the longer spur to the complex main
road. A serviceroad 350 feetsouth of the longer
spur parallels it for approximately 1,000 feet

LAUNCH

Lhaunch Area A is situated in a wooded tract
3.5 nm south-southwest of the complex support
facility (Figure 3). It includes a Type lIC launch
site scrved by an access road with wide-radius
turns and a site support facility. The site cannot
be negated, as it was present on the carliest

usable photography |

The road pattern withinthe launch site is not
clearly defined on available photography, but
suggests that the pads areoriented onanazimuth
of approximately 295 degrees, plus or minus 5
degrees. No security measures are apparent.
‘The two launch pads are under construction and
details cannot be determined; however, the pad

and is connected by three crossover driveways;
large turning radii characterize the intersec-
tions. Therc are five possible buildings in the
area, two of which are within the rectangle de-
scribed by the longer spur and the service road.
Construction activity is apparent in the scarred
arca adjacent to the shorter spur. No security
fencing has been identified in the vicinity of the
rail-to-road transfer point.

AREA A

separation will be approximately 870 feet. A
missile-ready building approximately 145by 110
feet lies 900 feet southeast of the left pad, and
there is a clearing for a second ready building
900 feet southeast of the right pad. The existing
ready building is not canted, and the clearing for
the second ready building indicates that it will
not be canted. A probable plus configuration is
located 1,100 feet southeast of the center of the
launch site.

The site support facility is about 1,500 feet
east of the launch site. It consists of at least
seven buildings, five of whichare approximately
160 by 55 feet.

-3

7
SECRET

: CIA-RDP78B04560A000900010044-1
E RUFF

CHESS



25X1D

25X1D

Approved For Releasd 7000/0{7REd 1A REF$850R5H0R000900010044-1

NPIC /R-267 /63

LAUNCH PADS

' UNDER
870" CONSTRUCTION
APPROXIMATE

CLEARING FOR
MISSILE-READY
BUILDING
. . WS
TN AERNY
S VA
y ) oA -

~
NN

LAUNCH
SITE

MISSIL E'RE
C U BUIL DI
1

Road
——— Ground scar -7
Wooded area

500 O 500 1000 1500
FEET (APPROXIMATE)

RN

PROBABLE PLUS
CONFIGURATION

il
COMPLEX//
sUPPORT //
FACILITY |

SITE SUPPORT
FACILITY

FIGURE 3. LAUNCH AREA A.

NPIC H-5479 (10 /63)

BUNKERLIKE
[ . STRUCTURES
le_\UN»CH SITE '\;(.CONF

DITCH/CONDUIT

870" TSR

e 'g‘\&//7
~

. ~.

LAUNCH PADS

Wooded area

500 Q 500 1000 1500
e s Pe— i ]

FEET (APPROXIMATE)

MISSILE-READY
BUILDINGS

UNDER CONSTRUC T4 145" X 110’
WiTH U-NIDENTIFI
OCBJECTS
POSSIBLE
- ELECTRONICS
N X . FACILITY
A~ _UNIDENTIFIED
l,;' ~ . STRUCTURE
S ’ -
, - S Taite o j
compLEX -/ .. SURPORT , . W
SUPPORT 7 \) FACILITY
FACILITY -
- !
1, !
- -~ !
Road
—~——~ Ground scar

PLUS
IGURATION

FIGURE 4. LAUNCH AREA B.

-4 -

NPIC H-8480 {10/631

[104/17 : CIA-RDP78B04560A000900010044-1
Approved For Releqs 2000 e RET CCHESS CRUFF



" Approved For Release 2004043 FC REL rS#HERD 45BbK600900010044-1

25X1D
25X1D

e= o

25X1D
25X1D

LAUNCH

l.aunch Arca B, located in a wooded tract
9 nm south of the complex support facility, in-
cludes a Type 1IC launch site served byan access
road with wide-radius turns (Figure 4). The site
cannot be negated, as there was no clear usuable

photography prior to that of || GGG

on which it was identified.

‘he launch site is inamidstage of construc-
tion and consists of two launch pads, twomissile-
rcady buildings, a plus configuration, and a pos-
sible clectronics facility, The site road pattern
is incomplete, but the offset center service road
and the loops forward of the pads are probably
complete. Tracks to the rear of the pads seem
to indicate that the roads through the pads may
return to the center service road, describing a
heart-shaped pattern. There are traces or
scars, but no service roads between the missile-
ready buildings and the launch pads.

The launch pads are under constructionand
details are not clear. 'lhe existing road pattern
suggests a pad orientation of 295 degrees, plus
or minus 5 degrees; pad separation will be ap-
proximately 870 feet. Therc appears to be an
unidentified object in the center of each pad area,

LAUNCH

Launch Area C, located in a wooded tract
Ll nm south-southwest of the complex support
facility, includes a Type IIC launch site served
by an access road with wide-radius turns (Fig-
ure 3). ‘The site cannot be negated, as there was
no clear usable photography prior to that of-

I o :ch i was identi-

fied.

The launch site is inamidstage of construc-
tion and consists of two launch pads and two
probable missile-ready buildings. The site road
pattern is incomplete. The offset center service

NIPIC /R -267 /63

AREA B

and a ditch or conduit connecting the pads. Two
bunkerlike structures are adjacent to the right
pad.

The missile-ready buildings, measuring
approximately 145 by 110 feet, are located about
900 feet southeast of the launch pads. The build-
ings, which appear to be complete, are not canted.

The plus configuration is located 1,350 fect
northeast of the center of the launch site. The
legs are oriented on azimuths of 115/295 and
025/205 degrees. there is a small structure at
the extremity of each of three legs, anda fourth
small structure is slightly offset at the extremiry
of the 205-degree leg. The azimuth from the
center of the plus configuration to the offsct
structure is 195 degrees.

A possible electronics facility is under con-
struction 3,700 feet southeast of the center of the
launch site. Itconsists ofone unidentified struc-
ture, with a ground scar extending approximately
500 feet northeast on an azimuth of 070 degrecs.

The site support facility is located about
3,000 feet southeast of the launch site, center-
to-center. It includes about 24 buildings, most
of which measure approximately 140 by 45 feet.

AREA C

road is a continuation of the access road and
terminates at a point between the launch pads.
There is no evidence of a loop road forward of
the launch pads, or of road connections between
the launch pads and the ready buildings.

The launch pads arc under constructionand
details are not discernible, The existing road
alignment indicates a pad orientation of 295
degrees, plus or minus 5 degrees, and pad sep-
aration will be approximately 870 feet. The
probable missile-ready buildings, situated about
900 feet southeast of the launch pads, do not
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FIGURE 5. LAUNCH AREA C.

appear to be canted. No plus configuration has
been identified at the site but the unidentified
ground scarring 400 feet southeast of the left
ready building may be its location.

The site support facility is located about
2,300 feet east of the launch site, center-to-
center. It includes at least 12 buildings, meas-
uring approximately 140 by 45 feet.

LAUNCH AREA D

Launch Area D, located in a wooded tract
3 nm south-southeast of the complex support
facility, includes a Type IIC launch site gerved
by an access road with wide-radius turns (Fig-
ure 6). There was evidence of the launch site on
photography of and it
was identified ir—
No negation date can be given, however, because
the area was cloud coveredon previous missions.

The launch site is ina midstage of construc-
tion and consists of two launch pads, two missile-
ready buildings, a probable plus configuration,
and anelectronics facility. The site road pattern,
which is probably complete, differs from thosc
at Type IIB sites. The offset center service road

divides intotwo forward loops which pass through
the launch pads at the left and right extremities
and return to the center service road. Ground
scars connect the missile-ready buildings and
the launch pads, but there are no direct road
connections.

The launch pads arc under constructionand
details cannot be determined. The site road pat-
tern indicates a pad orientation of 295 degrees,
plus or minus 5 degrees, andpad separation will
be approximately 870 fcet. The missile- ready
buildings, which appear to be complete, measure
145 by 110 feet and lic approximately 900 feet
southeast of the launch pads. The ready build-
ings are not canted. The probable plus config-

-6 -
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uration is located 1,000 feet southeast of the
center of the launch site, directly inline with the
offset center service road. The electronics
facility, with legs approximately 1,200 feet long,
is located 4,000 feet east-southeast of the center
of the launch site. The legs are oriented on
azimuths of 070/250 and 160/340 degrees.

The housing section of the site support fa-
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cility lies about 4,800 feet southwest of the launch
site, center-to-center. It consists of 10 build-
ings approximately 140 by 45 feet. A possibie
technical section, located 1,700 feet southwest of
the center of the launch site, includes a loop road
and at least six associated buildings. It is con-
nected by road with the launch site and the site
support facility,
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LAUNCH

Launch Area E, located7.2nm south-south-
west of the complex support facility, includes a
Type HIIB launch site served by an access road
with wide-radius turns (Figure 7). The site can-
not be negated, as there was evidence of a
clearing on the earliest usable photography in
The first recogniz-
able evidence of construction was onphotography

o

The excavation at the launch site is approxi-

mately 450 feet long, and of undetermined width.
The azimuth of the short axis of the excavation
is 360 degrees, plus or minus 5 degrees. The
control bunker, approximately 140 by 110 feet,
is on the south side of the excavation. There are
two probable structures, one nearly square and

Approved For Releasd 2000/085REE 1A RBES88085HA000900010044-1

AREA E

the other rectangular, on the north side of the
excavation. Additional details of the excavation
and other components of the launch site cannot
be determined becausc of poor image quality and
the small scale of available photography. No
security fencing is apparent.

An area of unidentified activity, including a
random road pattern and ground scarring, is lo-
cated about 1,000 feet north of the launch site.
Two structures were apparentinthe center of the

area on the photography of ||| G v

they cannot be identified on later coverage.

The site support facility lies about 1,500 feet
south-southeast of the launch site and includes at
least eight buildings,
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